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January 10th, 2020 
 

PED Article 4.3 Products Declaration 
 

Steam Traps & smart products: 
211,212,213,214 /// 800,811,812,813/// 880,881,882,883 /// 681F,682F,683F /// 981 /// 310 /// 411G,421 
///EM///TVS-81-DC,TVS-82-DC,TVS-83-DC /// TVS-811,TVS-812,TVS-813, TVS-2000, TVS-3000,TVS- 
4000,TVS5000,TVS6000UD/// B2,B3,B4,BI /// A2,A3,A4,A5,A6,AI2,AI3,AI4 /// AIC2,AIC3,AIC4 
///ICS2,ICS3,ICS4* /// K10 /// CD-33,CD-33S,CD-3300, CD-41,CD-42,CD-43,CD-61,CD-62,CD-
63,CD70S,CD72S,CD72SR,PT17,AB-600,AB-3000,AB-3500 /// WT-1, WT-2000, WT-3,WMT-1,MT-2 ///SH-
250 (AB),SH300,SH-900,SH-1500, SH1600 ///TTF-1,TTF-1R,TT-2000,TS-2,TS-3 /// 
1010,1011,1022,1810,1811,1822,2010,2011,2022,20-DC /// Standard connector, IS-2,IS-4 /// TC-C,TC-
S,TC-R /// 81-DC,82-DC,83-DC,84-DC /// FT2000,FT2022 /// FT4075,FT4150,FT4225, FT4300,FT4465,AIC 
DN20 /// SH2500,SH4000 /// QM-1 

Water Heater and Mixing: 
Flo-Rite-Temp : 415, 535, 665. 

 

RADA-215,RADA-320,RADA-425,RADA-40,RADA-50,STEAMIX, Hose station 1033 / 3033 
Pressure Reducing Valve, Temperature Regulator & Yoshitake products: 

GD-6,GD-10,GD22,GD-24,GD-30,GD-50,GD-200,GP-1000,GP-18,GP-28,GP-1 GP-11S,OB-30,OB-31, 
ACV-02, ACV-03, ACV-04, ACV-06, ECV-02, ECV-03,ASCV-02, ASCV-03 
GP-2000,GP-2000K,GP-2000R,OB-2000,GP-2000K-1, GP-2000K-3,GP-2000K-6,OB-2000PT,OBK-2000 : 
for DN < 65, DS1 

Air Vent:  
1-AVCW,1-AVC,21-AR,21-312AR,21-312VAR /// 1-AV,2-AV,3-AV,32-AV,11-AV,22-AV,AV-11,AV-13,SV-12 
/// TV-2,TS-2,TTF 

Liquid Drainer: 
1-LDC,200BVSW,800BVSW,880BVSW,312BVSW,981BVSW,1-LDC,2-LD,3-LD,11-LD,22-LD,32-LD,180- 
LD/181-LD,21,21-312,21-312V,71-A,2-DG,3-DG,32-DG,K10 

Humidifier: 
90,91,92,93,1100,1200,1300 /// all manifolds /// HumidiPack /// HumidiPackPlus /// 
Centifeed 

Condensate Recovery Equipment: 
SS Sump Ejector 

 
Notes :  *All  products are classified as pressure accessories except for humidifier and Flo-Rite-Temp. 

*The maximum allowable pressures are shown in the catalog, except for Flo-Rite-Temp for which PS is 
limited as follows: 415 / 9 bar, 535 / 4 bar, 665 / 2 bar. 
*To avoid overloading this declaration, all unlisted strainers in the general declaration of conformity are 
article 4.3. 
*Products listed in the general declaration of conformity could fall in the application of the article 4.3 if 
characteristics decrease. 
*ICS4 ASME 150 

 
We declare on behalf of 

 
Armstrong International S.A. Belgium 

 
that the above-referenced products to which this declaration relates has characteristics below the 
limits specified in the directive 2014/68/UE and falls in the application of the article 4.3. CE 
marking is not required. 

M. ABBADI 

 
 

0033-01/2020 
Product Engineering Manager 

 
 

 


